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Bring a safer effect on the doors.
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SAFETY . SMART . DURABILITY . RELIABILITY . EFFICIENCY . STABILITY . 

INDUSTRIAL DOOR DRIVE

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

AC TECHNOLOGY



AC 90NM INDUSTRIAL DOOR DRIVE

Standard Kit Includes:
Motor
Control box
Chain hoist module
 

Force, always care about your life...

AC 90

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

Motor

Control box

Chain hoist module



Aluminum glass door

Suitable for sandwich door panel thickness:
40mm / 45mm / 50mm / 60mm / 80mm

Suitable for aluminum glass panel thickness:
40mm / 60mm / 80mm

DOOR TYPES

Door size(max.)

Door weight(max.)

30m²

390kg

30m²

390kg

30m²

390kg

Recommendation:door size & weight

Standard sectional doors with cylindrical cable drum

Door size(max.)

Door weight(max.)

Door size(max.)

Door weight(max.)

High lift sectional doors with cylindrical-conical cable drum

Vertical lift sectional doors with conical cable drum

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

Factory industrial door
Warehouse/logistics center door
Commercial entrance door



PARAMETER

- No active closing edge protection necessary for doors up to 14m² (≤4000X3500mm)
- Soft-Start and Soft-Stop protect the door and reduce repair costs

100Nm

90Nm

 110V/220V(1+10%),or 380V-420V

24V DC

0.6KW

400Nm

≤30m²

24rpm

15 turns

Output sha�/hollow sha�

Thermal protec�on temperature

Standard Frequency

Current

Max. cycles per hour

Class of protec�on

Duty ra�ng 

Temperature range

φ25.4mm/φ31.75 mm

105℃

50Hz

3.0A

20 cycles

IP54

S3=40%ED

- 20℃ ~ + 60℃

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

Maximum output torque

Rated output torque

Input voltage

Control system

Motor power

Sta�c holding torque

Door area

Max. output speed

Limit switch range



AC 140NM INDUSTRIAL DOOR DRIVE

Standard Kit Includes:
Motor
Control box
Chain hoist module
 

Force, always care about your life...

AC 140

Motor

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

Control box

Chain hoist module



Aluminum glass door

Suitable for sandwich door panel thickness:
40mm / 45mm / 50mm / 60mm / 80mm

Suitable for aluminum glass panel thickness:
40mm / 60mm / 80mm

DOOR TYPES

Door size(max.)

Door weight(max.)

40m²

520kg

40m²

520kg

40m²

520kg

Recommendation:door size & weight

Standard sectional doors with cylindrical cable drum

Door size(max.)

Door weight(max.)

Door size(max.)

Door weight(max.)

High lift sectional doors with cylindrical-conical cable drum

Vertical lift sectional doors with conical cable drum

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

Factory industrial door
Warehouse/logistics center door
Commercial entrance door



PARAMETER

- No active closing edge protection necessary for doors up to 14m² (≤4000X3500mm)
- Soft-Start and Soft-Stop protect the door and reduce repair costs

FOR INDUSTRIAL
INDUSTRIAL DOOR DRIVE

Output sha�/hollow sha�

Thermal protec�on temperature

Standard Frequency

Current

Max. cycles per hour

Class of protec�on

Duty ra�ng 

Temperature range

Maximum output torque

Rated output torque

Input voltage

Control system

Motor power

Sta�c holding torque

Door area

Max. output speed

Limit switch range

150Nm

140Nm

110V/220V(1+10%),or 380V-420V

24V DC

0.85KW

400Nm

≤40m²

24rpm

15 turns

φ25.4mm/φ31.75 mm

105℃

50Hz

3.1A

20 cycles

IP54

S3=40%ED

- 20℃ ~ + 60℃
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